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ProSolve Pipe Lubricant 2.5kg 
2025-08-27 v.1 

According to Regulation (EC) No 1272/2008 (CLP) and UK REACH 

SECTION 1: Identification of the substance/mixture and of the 
company/undertaking 

1.1 Product identifier: 
   Product Name: ProSolve Pipe Lubricant 
   Product Code: PVPL2.5 
   UFI: 3940-N06C-600T-4MSF 

1.2 Relevant identified uses of the substance or mixture and uses advised against: 
   Intended Use: Pipe and Joint Lubricant 

1.3 Details of the supplier of the safety data sheet: 
   Company Name: ProSolve 
   Company Address: Sandall Stones Road, Kirk Sandall Industrial Estate, Doncaster, South 
Yorkshire, DN3 1QR 
   Tel: +44 (0) 1302 310 113 
   E-mail: enquiries@prosolveproducts.com 
   Web: www.prosolveproducts.com 
   EU Address: PO Box: 107, 3150 AC, HOEK VAN HOLLAND 

1.4 Emergency telephone number: 
   NHS England or Scotland: 111 
   NHS Wales: 0300 0604400 
   Northern Ireland: Call your local GP 
   For life-threatening emergencies, call 999 for an ambulance. 

SECTION 2: Hazards identification 

2.1 Classification of the substance or mixture: 
   Not classified as hazardous under Regulation (EC) No 1272/2008 (CLP). 

2.2 Label elements: 
   Pictograms: None required. 
   Signal word: None. 
   Hazard statements: None. 
   Precautionary statements: None required. 

2.3 Other hazards: 
   Product is slippery; avoid spills on floors. 
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SECTION 3: Composition/information on ingredients 

Mixture components: 
   - Soap content: 20.0–30.0% (not classified) 
   - Free Fatty Acid: ≤0.20% (not classified) 
   - Free Alkalinity: ≤0.20% (not classified) 

SECTION 4: First aid measures 

General: No significant hazards expected. If symptoms occur, seek medical advice. 

Inhalation: Not expected to be hazardous by inhalation. Move to fresh air if discomfort 
occurs. 

Skin: Wash with soap and water. Remove contaminated clothing. 

Eye: Rinse cautiously with water for several minutes. Remove contact lenses if easy to do so. 

Ingestion: Rinse mouth. Do not induce vomiting. Seek medical attention if unwell. 

SECTION 5: Firefighting measures 

Suitable extinguishing media: Water spray, foam, dry powder, CO2. 

Hazards: Combustion may produce CO, CO2 and irritating fumes. 

Advice: Firefighters should wear self-contained breathing apparatus. 

SECTION 6: Accidental release measures 

Personal precautions: Product is slippery. Avoid contact with eyes and prolonged skin 
contact. 

Environmental: Prevent entry into drains and waterways. 

Clean-up: Contain and absorb with sand or earth. Place in suitable container for disposal. 

SECTION 7: Handling and storage 

Handling: Use with adequate ventilation. Avoid eye contact. Wash hands after use. 

Storage: Store in original container, tightly closed, in a cool, dry place. Protect from freezing. 

  



 

 

Safety Data Sheet 
 

 
SECTION 8: Exposure controls/personal protection 

Exposure limits: None assigned. 

Engineering controls: Normal room ventilation is sufficient. 

PPE: Eye protection recommended if splashing may occur. Gloves for prolonged contact. 

SECTION 9: Physical and chemical properties 

Appearance: Liquid 
Colour: Amber 
Odour: Bland 
pH: approx. 10 (Conc. (5 w/w):10%) 
Flash point: >150 °C (non-flammable) 
Relative density: ~1.0 g/cm3 
Solubility: Dispersible in water 
Viscosity: Moderate 

SECTION 10: Stability and reactivity 

Stable under normal conditions. Avoid extremes of temperature. 

No hazardous reactions expected. Decomposes on burning to CO, CO2. 

SECTION 11: Toxicological information 

Low acute toxicity expected. May cause mild skin or eye irritation in sensitive individuals. 
No evidence of sensitisation or long-term effects. 

SECTION 12: Ecological information 

Not classified as hazardous to the environment. Product is biodegradable. Avoid large 
releases to surface waters. 

SECTION 13: Disposal considerations 

Dispose of contents/container in accordance with local, regional, national regulations. 

Do not discharge to drains or the environment. 

SECTION 14: Transport information 

Not classified as dangerous goods for transport (ADR, IMDG, IATA). 

SECTION 15: Regulatory information 
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This product is not classified as hazardous according to CLP Regulation (EC) No 1272/2008 
or UK REACH. 

SECTION 16: Other information 

Training: Ensure users are trained in handling chemicals safely. 

Revision date: 2028-08-27 
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